A diagram Test Tap Table.1 Technical Parameters
~- o1 lange
| ? Rated voltage: 123kV
i
One minute power-frequency withstand voltage: 230kV
_':‘ Partial discharge level at Um: <5pC
I Tand of bushings: <0.4%
: Lightning impulse withstand voltage: 550kV
| = outdoor
T Test tap voltage withstand level: 2kVrms
T
creepage distance: 31mm/kV
Installation angle: 0-90°
o Internal insulation: RIP
|
T
~ "
External insulation: Porcelain
Comply with standard: IEC 60137(2017)
}
Table.2 Main Dimensions
2350
Main Dimensions(mm) Weight
w " el
F | Bushing Type > gg (lieasr:t;geav:r
- T L L1 L2 L3 L4 D3 D4 mxd2 o1 alxb1l | nixd1
o
- - E indoor CRG1-123/800 3570 1170 1170 1775 240 500 450 6x218 12 40x80 | 4x14 350 3150N
T CRG1-123/1250 3570 1170 1170 1775 240 500 450 6x218 12 40x80 | 4x14 350 3150N
x CRG1-123/2000 3650 1170 1170 1775 240 500 450 6x218 18 50x100 | 4x18 360 4000N
= CRG1-123/3150 3760 1170 1170 1775 240 500 450 6x218 22 60x125 | 4x18 400 4000N
= 5 e = 3 Drawing No. 0CX.300.050.002
Remark: Above dimensions is ChinSun suggestion data, we accept 9
* B special dimensions according to different bushing design. REV.0 20/01/2020
. . : -
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s A diagram Test Tap Table.1 Technical Parameters
1
lange
L ated voltage: 123kV
A ¢ Rated
TINPIATED, =
One minute power-frequency withstand voltage: 230kV
Partial discharge level at Um: <5pC
outdoor Tand of bushings: <0.4%
Lightning impulse withstand voltage: 550kV
3
Test tap voltage withstand level: 2kVrms
creepage distance: 31mm/kV
[ TestTap Installation angle: 0-90°
L
|
! Internal insulation: RIP
= L ; T
| 1
< i 20 External insulation: Silicone rubber
-
i
I
- Comply with standard: IEC 60137(2017)
I
T
| 290
I Table.2 Main Dimensions
T
0l
a9 Main Dimensions(mm) .
i | I . Weight | Cantilever|
ind Bushing Type kg Totloas
. Indoor L L1 L2 L3 4 | D3 | D4 | mxd2 | 31 | alxbt | nixdl
T
FCRG1-123/800 3160 1140 1140 1570 240 400 350 6x218 12 40x80 | 4x14 20 3150N
T FCRG1-123/1250 3160 1140 1140 1570 240 400 350 6x218 12 40x80 | 4x14 20 3150N
120
: FCRG1-123/2000 3240 1140 1140 1610 240 400 350 6x218 18 50x100 | 4x18 92 4000N
* FCRG1-123/3150 3350 1140 1140 1665 240 400 350 6x218 22 60x125 | 4x18 100 4000N
B
. S s 3 Drawing No. 0CX. 300. 050. 001
Remark: Above dimensions is ChinSun suggestion data, we accept 9
special dimensions according to different bushing design. REV.0 20/01/2020
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Ch ﬂ,, Sy ChinSun Bushing Eleeign Ak
Shandong ChinSun Electrical Equipment Co.,Ltd. REviEwaR h‘/




